
Dosatron

The DOSATRON INTERNATIONAL

non-electric proportional liquid

dispenseris is an ingeniously simple

system which has proven its worth

in a hundred countries for over

twenty years.

The choice of the liquid dispenser

depends on the pressure and flow rate

of the water supply, the concentrations

used and the general structure of your

installation.

Our multipurpose dispensers

can be installed not only in greenhouses

or in open fields, but also for more specific uses. The dispenser can be installed

directly in the water line or on a by-pass to meet your requirements.

Safe and effective!

• For you: the high performance dispenser gives you maximum output.

• For your crops: exactly the right dose, when and where it is needed.

• For your personnel: less handling of concentrates.

• For the environment: reduces the risk of pollution through

overconcentration of fertilizers.

Economical!

• Your existing water system can be used for all products.

• The dispenser is completely hydraulic and so requires no electrical connection.

Precise dosing avoids waste.

• Set it, leave it – it needs no further attention.

Practical!

• The liquid dispenser is easily installed in the water line.

• It works continuously.

• The dosage can be set externally.

• Easy to use – just turn the water on !

Dosatron on hose reel

Dosatron on trolley

Dosatron on trolley



Technical information:

DI 16 D 45 D 8 R

Water flow: min. 10 liter/hour min. 100 liter/hour min. 500 liter/hour

max. 2500 liter/hour max. 4500 liter/hour max. 8 m3  liter/hour

Pressure: 0,3 tot 6 bar 0,5 tot 5 bar 0,15 tot 8 bar

Dosage: 0,2 tot 1,6 % (DI 16) 0,2 tot 1,5 % (D45RE1,5) 0,2 tot 2 % (D8R)

1 tot 5 % (DI 150)   0,5 tot 3 % (D45RE3) 1 tot 5 % (D8R150)

2 tot 10 % (DI 210)

Installed directly in the water supply line, the liquid dispenser operates without electricity, using water

pressure as the power source. Set one on a water pipe and leave it. It’s as simple as that. On its way

through, the water activates the dispenser, which takes up the required percentage of concentrate;

inside the dispenser, the concentrate is mixed with the water. The water pressure forces the solution

downstream. Once set, the dispenser requires no further attention. The dose of concentrate will

always be strictly proportional to the volume of water entering the dispenser, whatever variations in

flow or pressure may occur in the main line. The dispenser’s high metering accuracy eliminates any

risk of overdosing, thus helping to safeguard the environment.
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